F.A.L
RTE.

TOTAL |SHEET
SECTION COUNTY | <hEETS | NO.

94

2005-068 LS COOK 58 37

153703 (5B 157
STA.-257+76 (NB 1-57)

121495 38 1-94)
TO STA.2513+00 (NB_1-34)

FED. ROAD DIST. 0. [ILLINOIS| FED. AID PROJECT

60AT4

-2

STATION AND OFFSET CALLOUTS:

STA.
STA.
STA.
STA.
STA.
STA.

nmep@Ep

153+96.99
1141 LT

153+96.
L1 LT

EXISTING
WALL #33

155+09.08;

OFFSET 104.4LT (SB I-57 B)

155+09.11; OFFSET 97.8LT (SB I-57 B)
155+67.99; OFFSET 103.1LT (SB I-57 8)

155+70.09;
155+80.59;
155+80.60;

PROPOSED CONCRETE MED.
5 (MODIFIED) (SEE DETAI

OFFSET 101.0LT (SB I-57 B)

OFFSET 101.0LT (SB I-57 §)

OFFSET 95.7LT (SB I-57 §)

AREA = 742 SQ FT

RETAINING

S.N. 016-W959

PROPOSED PAVEMENT

REMOVAL AND
REPLACEMENT

S. LAFAYETTE AVE.

PROPOSED RESURFACING
LIMIT (4.5 FT WIDE TYP)

PROPOSED 2 MASTER
IRRIGATION SYSTEM
CONTROL VALVE

IAN SURFACE
L)

PIPE (INCLUDED IN THE COST
OF WATER VALVES 2")

SYSTEM)

(INCLUDED IN THE
COST OF IRRIGATION

PROPOSED COMBINATION

CONCRETE CURB AND
GUTTER, TYPE B-V.12

PROPOSED WATER METER
IN VAULT, 2 INCH

PROPOSED BACKFLOW PREVENTER

(RPZ), 2 INCH

IN THE COST OF
IRRIGATION SYSTEM)

PROPOSED 2/ COPPER
TO 2, PVC ENLARGER
(INCLUDED IN THE COST

1.50"
(TYP)

PROPOSED CONCRETE
CURB, TYPE B
LENGTH = 85 FT

PROPOSED SW CORNER GARDEN
AREA = 52 SQ YD

EXISTING CONCRETE |
CURB AND GUTTER |

EXISTING FLUTED ;
KNEE WALL PART OF
RETAINING WALL #33 1
S.N. 016-W359 ]

L] —— R- 1003 FT

7

PROPOSED IRRIGATION CONTROLLER B
IN NEMA 4X ENCLOSURE (INCLUDED
IN THE COST OF IRRIGATION SYSTEM)

1

l‘\—F’ROPOSED INSPECTION PIPE 4 INCH

71.50°

PROPOSED 2/ TO 3" PVC TO
DIP ADAPTER (INCLUDED IN THE
COST OF IRRIGATION SYSTEM)

EXISTING 3” DIP WATER SERVICE
UTILITY DROP DOWN (BY OTHERS)

EXISTING CONCRETE THRUST
BLOCK (BY OTHERS)

EXISTING 3 PVC SCHEDULE 80 UTILITY

<&

PROPOSED 3 DIP TO 2/, PVC ADAPTER

N

DROP DOWN (BY OTHERS)

3" PVC CONDUIT FOR LOW VOLTAGE ELECTRICAL
| (INCLUDED IN THE COST OF IRRIGATION SYSTEM)
L PROPOSED ISOLATION VALVE (INCLUDED

IN THE COST OF IRRIGATION SYSTEM)

(INCLUDED IN THE COST OF IRRIGATION SYSTEM)

MAINTAIN AND PROTECT —/

EXISTING CTA ELECTRICAL
TRANSFORMERS

EXISTING CHAIN
LINK FENCE —\
EXISTING RETAINING

WALL #33 AND \
FLUTED PARAPET

SN. 016-W959

PROPOSED CORNER
GARDEN LANDSCAPING
(SEE_LANDSCAPING
SHEET AND SCHEDULE)

PROPOSED PLANTING
IéAIX, FURNISH AND PLACE
6/

PROPOSED
GEOTECHNICAL
FILTER FABRIC

PROPOSED POROUS
GRANULAR
MATERIAL, 12"

4.75' - 1.60’

VARIES N
Te}

(TYP)

N NER
CORNER
GARDEN

TYLININTERNATIONAL

SECTION A-A

PROPOSED CONCRETE

CURB, TYPE B

PROPOSED CONCRETE
MEDIAN SURFACE, 5"
(MODIFIED) (SEE DETAIL)

SW _CORNER GARDEN AT 95TH STREET

PROPOSED CORNER
GARDEN LANDSCAPIN
(SEE _LANDSCAPING
SHEET AND SCHEDULE)

PROPOSED 5" PJF (INCLUDED
IN THE COST OF CONCRE
MEDIAN SURFACE, 5’ (MODIFIED)

TE

PAVEMENT

EXISTING COMBINATION
CONCRETE CURB AND
GUTTER, TYPE B-V.12

EXISTING FULL
DEPTH COMPOSITE

PROPOSED
PLANTING QBZ\\\\\\
FURNISH_ AND

PLACE, 36"

GARDEN

PROPOSED N
GEOTECHNICAL -
FILTER FABRIC

PROPOSED POROUS —
GRANULAR
MATERIAL, 12

(MIN)
LAP

EXISTING TIE BAR

EXISTING SUB-BASE
GRANULAR MATERIAL

SUB-BASE GRANULAR MATERIAL, TYPE B 6’
(IF REQUIRED - INCLUDED IN THE COST OF
CONCRETE MEDIAN SURFACE, 5 (MODIFIED))

PROPOSED V5" PJF
(INCLUDED IN THE COST OF
CONCRETE CURB, TYPE B)

SUB-BASE GRANULAR MATERIAL, TYPE B 6
(IF REQUIRED - INCLUDED IN THE COST OF

CONCRETE CURB, TYPE B)

\8 CORNER ) S

PROPOSED CONCRETE
CURB, TYPE B

PROPOSED 1" PJF
(INCLUDED IN THE COST OF
CONCRETE CURB, TYPE B)

PROPOSED CONCRETE
MEDIAN SURFACE, 5
(MODIFIED) (SEE DETAIL)

VARIES

N

SUB-BASE GRANULAR
MATERIAL, TYPE B 6 (IF
REQUIRED - INCLUDED IN THE
COST OF CONCRETE MEDIAN
SURFACE, 5” (MODIFIED)

SUB-BASE GRANULAR
MATERIAL, TYPE B & (IF
REQUIRED - INCLUDED IN
THE COST OF CONCRETE
CURB, TYPE B

CUT NOTCHES IN
INSPECTION PIPE

NN

o 1. 4 !‘///
<>

g ~— |
< -

NEW PVC THREADED COVER, PAINT BROWN

¥4 X 4" WOODEN ROD

PROPOSED CORNER
GARDEN LANDSCAPING
(SEE_LANDSCAPING
SHEET AND SCHEDULE)

STEEL PIPE CLAMP
PROPOSED PLANTING MIX,
FURNISH AND PLACE, 36"

PROPOSED GEOTECHNICAL
FILTER FABRIC

|— PROPOSED POROUS
T GRANULAR MATERIAL, 12

PITCH SUBGRADE TO PIPE

|~ 4" DIA. PVC INSPECTION PIPE
——ADJUSTABLE STAINLESS

NOTES:

1.

SEE SCHEDULE OF LANDSCAPE
ITEMS FOR TYPE, SIZE, AND
SPACING OF PLANT MATERIAL.

. COORDINATE PLACEMENT OF

INSPECTION PIPE WITH
LOCATION OF PROPOSED
TREES AND SHRUBS.

. MASTER IRRIGATION CONTROL

VALVE IS TO BE INSTALLED AT
THE DESIGNATED LOCATION
SPECIFIED BY THE CITY OF
CHICAGO DURING CONSTRUCTION
AND ON PUBLIC PROPERTY.

pN0237 3\road\c22c\pmE2¢shOi3a.dan |
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